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PVC THREADED
DROP PIPE
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FORM NO. 761 THD SPECIFICATIONS MARCH, 2019

WEIGHT MAX FEET PALLETS
MIN. PER PSI PER PER PART

PVC SCH-80 SIZE O.D. WALL 100' 73°F PALLET T.L. NO.
THREADED DROP PIPE

ASTM D1785

WEIGHT MAX FEET PALLETS
MIN. PER PSI PER PER PART

PVC SCH-120 SIZE O.D. WALL 100' 73°F PALLET T.L. NO.
THREADED DROP PIPE

ASTM D1785

40 433801½ 1.900 .225 76.61 270 2360

4310095.89 200

4445.21 2600 43350

2 2.375 .218

1.3151" .200 360

321860

430851½ 1.900 .200 69.19 235 2360 40

44 43056

1¼ 1.660 .191 57.06 260 2000 44 43078

1" 1.315 .179 41.23 315 2600

300 2000 44 433701¼ 1.660 .215 63.12

240 1860 32 433902 2.375 .250 108.10
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PVC THREADED DROP PIPE DEPTH GUIDELINES

TORQUE 
40 PSI 50 PSI 60 PSI ARRESTOR

USE OVER
150'

USE OVER
150'

USE OVER
150'

USE OVER
150'

TORQUE 
40 PSI 50 PSI 60 PSI ARRESTOR

USE OVER
150'

USE OVER
150'

USE OVER
150'

USE OVER
150'

480' 455'1 1/2" 5 STEEL OR BRASS COUPLINGS 500'

EXTRUDED COUPLINGS

415' 395'2" 7.5 STEEL OR BRASS COUPLINGS 435'

545' 520'1 1/4" 2 EXTRUDED COUPLINGS 570'

PVC THREADED SCHEDULE 120 PIPE
HORSEPOWER RATINGS - DEPTH CHART

PUMPING LIMITATIONS - BASED ON SHUT-OFF SWITCH

1" 1.5 EXTRUDED COUPLINGS 700' 675' 650'

RECOMMENDED FITTINGS

HORSEPOWER RATINGS - DEPTH CHART
PVC THREADED SCHEDULE 80 PIPE

350'

455'

415'

325'2"

1.5

PUMPING LIMITATIONS - BASED ON SHUT-OFF SWITCH

570'

435'

395'

RECOMMENDED FITTINGS

300'

SIZE MAX HP

1"

1 1/4"

1 1/2"

590'

475'

435'

610'

EXTRUDED COUPLINGS

STEEL OR BRASS COUPLINGS7.5

2

5

MAX HPSIZE

STEEL OR BRASS COUPLINGS


